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JET TEXWALL ISAINT CLAIR

TEXTILES
Technical sheet

Recommended use : Wall covering, Shop design

Range : EverGreen Textile

Printing : digital inkjet printing

. . . v
Printable side : Outside EVERGREEN"
Ink : Solvent, Eco-solvent, UV, Latex Ink @
Values : _C GREENGUARD
Characteristics Units Standards . FREE BRI
Warp Weft .
General characteristics , -
Thickness 0.3 mm IS0 5084 )
. lh
Base cloth Polyester
Coating EverGreen coating
Finish Inkjet lacquer one side .
Weight 300 g/m? 150 3801 : MREACH
. COMPLIANCE
Translucency 14 % XPT 54199 .
: @ $MADEIN
Width 104 cm . FRANCE
Roll length 30 ml
Fabric resistance
Tensile strength 110 70 daN/5cm NF EN IS0 1421
Tear strength 12 7 daN DIN 53.363
Euroclasses EN
B-s2-d0
13501-1
Fire resistance NFPA 701 NFPA 701
ASTM E 84 ASTM E 84
SAINT CLAIR TEXTILES
415, avenue de Savoie
F-38110

Saint-Clair-de-la-Tour
Tel. (+33) 04 74 83 51 00
Fax (+33) 04 74 83 51 01

www.saintclairtextiles.com
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the application is reserved to the users’appraisal. The buyer of our products is responsible for checking the validity of the above data



