: : Giincelleme 03-05-2023
LAC 900  SANTCLAR
1 Teknik bilgiler :

Onerilen kullanim alanari : Tanmsal koruma brandalan, Tir yan perdesi, isti agik kapaklar, Esnek kapilar
Comments : Complies with - EN 12641-2

Degerler SYSTEM

Ozellikler Cozgii Atk Birimler Standartlar LOW'CK‘
Genel hususiyeti : FINITION X
: CLEANGAR

1100 dTex PES HT
Taban kumas

990
den : “‘
Kaplama PVC Lowick kaplama cift tarafli . '.’
Yiizey Kaplamasi Cleangard Lak cift tarafli . RESOURCE
} : MREACH
Agirlik 900 g/m? 1SO 3801 : COMELIANCE
Enleri 300 300 300 314 314 314 cm @ $MADEIN
Parca boylar 30 60 20030 60 200 ml FRANCE
Kumas direnci
Gerilme direnci 400 400 daN/5cm NF EN1SO 1421
Yirtilmazlik direnci 60 50 daN DIN 53.363
Yapisma kuvveti 10 daN/5cm NF EN ISO 2411
Delme dayanimi 8 kN NF EN 12236
Soguk direnci -30 °C NF EN 1876-2
Sicak direnci 70 °C (24h)
<100 mm/min DIN 75 200
Atese dayaniklilik
<100 mm/min ISO 3795 : 1989
SAINT CLAIR TEXTILES
415, avenue de Savoie
F-38110

Saint-Clair-de-la-Tour
Tel. (+33) 04 74 83 51 00
Fax (+33) 04 74 83 51 01

www.saintclairtextiles.com
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