
LAC 901 DW

Teknik bilgiler
Önerilen kullanım alanları : Esnek Depo
Comments : Tested and certified in compliance with the requirements of regulations: 10/2011, 1245/2020
and 1935/2004 of the European Commission regarding plastic materials and objects intended to come into
repeated contact with Drinking water.
Grey side exposed to contact with food.

Özellikler
Değerler

Birimler Standartlar
Çözgü Atkı

Genel hususiyeti
Taban kumaş

1100 dTex PES HT

990 den

Kaplama PVC Lowick kaplama çift taraflı

Yüzey Kaplaması Cleangard Lak çift taraflı

Ağırlık 900 g/m² ISO 3801

Enleri 300 300 cm

Parça boyları 60 200 ml

Kumaş direnci
Gerilme direnci 400 400 daN/5cm NF EN ISO 1421

Yırtılmazlık direnci 60 50 daN DIN 53.363

Yapışma kuvveti 12 daN/5cm NF EN ISO 2411

Delme dayanımı 9 kN NF EN 12236

Soğuk direnci -30 °C NF EN 1876-2

Sıcak direnci 70 °C (24h)

+/-%10 toleransla değerler farklılık gösterebilir. Özellikler modifiye edilebilir ve üreticinin malzemelerine tabidir. Ürünün uygulama için
uygunluğu kullanıcının değerlendirmesine bağlıdır. Yukarıdaki verinin kontrolü ürünün satınalmacısının sorumluluğundadır.
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